Companies have saved thousands of dollars on IT costs and increased security and manageability by switching to hosted clients.

IBM Part Number: TC2B-49Y0557, TC2C-49Y0558

Devon IT TC2

Advanced Low-Cost Thin Client

The TC2 thin client is an ideal desktop replacement for businesses looking to downsize their infrastructures and reduce management and power costs. The small form factor unit consumes only 8–9 watts, is completely silent, and allows users to connect to a variety of servers and virtual desktops. The TC2 is exclusively a Devon IT product, but also carries an IBM part number.

The TC2 is ideal for any office environment. It is a stateless device and is used by many of the world's leading financial, manufacturing and retail companies. Companies have saved thousands of dollars on IT costs, and increased security and manageability by switching to hosted clients. Troubleshooting, software installs, and OS upgrades can all be completed at the server, saving IT administrators the hassle of updating each user's desktop.
**Processor**

VIA Eden 400 MHz

**Memory**

- 256 RAM/512 DOM (TC2B)
- 512 RAM/1GB DOM (TC2C)

**Graphics**

VIA CN700 with integrated 8x AGP graphics core

**Display**

- Maximum resolution: 1920x1200
- 24-bit/16.7M colors

**Servers Supported**

- Citrix XenServer/Citrix XenDesktop/Citrix XenApp
- Unix/Linux Servers

**Networking**

- 10/100 Ethernet
- PXE Boot
- Wake-on-LAN

**Input/Output Support**

- Four USB 2.0 type A ports (2 front, 2 rear)
- One PS/2
- Audio ports: line-in/line-out
- One VGA

**Protocol Support**

- RDP
- ICA
- Embedded browser (Mozilla Firefox with Java)
- X-Client
- XDMCP
- No Machine NX
- VNC (remote shadowing)
- VMware VDI Client
- Sun Global Desktop
- Leostream

**Remote Management**

ThinManage software available at www.devonit.com

**Terminal Dimensions**

- Height: 5.9” (150mm)
- Length: 4.7” (120mm)
- Width: 1.4” (35mm)
- Weight: 1.4lbs (.66kg)

**Mounting**

- VESA mount option (TC2C)
- Foot stand
- Built in Kensington Security Slot (cable sold separately)

**Power**

- Input: AC 100 – 240V, 47-63Hz, 2A
- Output: 12V DC 2A
- Power Supply: 24W

**Environmental**

- Operating: 0°C – 35°C
- Relative humidity: 10% – 85%
- Non-Operating: -20°C – 70°C
- Relative humidity: 0% – 95%

**Safety Certifications**

- UL/cUL, TUV/GS, CE/FCC, CB, BSMI, GOST, PSB, NOM, S-Mark, SII, VCCI, MIC, RoHS compliant

**Power Consumption**

- 11W Maximum
- 8–9W Average

---

**Devon IT, Inc.**

1100 First Avenue
King of Prussia, PA 19406

T: 610.757.4220
800.369.7290
F: 610.757.1360

devonit.com